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Drainage Area Maps & Calculations



ÅOff-site drainage area, OS-1, is 
31 acres draining towards the 
development. 

ÅOS-1 yields 150.04 cfs of runoff 
according to the engineerõs 
calculations.

ÅOS-2 is the pre-development 
condition with 50.2 acres 
draining towards the existing 
culvert. 

ÅOS-2 yields 132.7 cfs of runoff 
according to the engineerõs 
calculations.

ÅOS-3 drains the opposite 
direction
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Existing Condition

Points of concern
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Proposed Condition

Points of concern

Drains away 

from point of 

concern

Remains the same (OS-1)

150.04 cfs



ÅDrainage pattern remains 

the same as existing 

condition.

ÅDetention pond is used 

to limit the release of 

water to the existing 

drainage channel 

crossing Sleepy Top Lane
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Proposed Condition (cont)

Draining 

away from 

point of 

concern



Drainage Concerns
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Maplewood Phase IIA Overview



Drainage Concerns on the North Side of 
Maplewood Phase IIA



ÅAccording to runoff calculations 

approximately 150.04 cfs are 

coming to this location.

ÅA 54ó RCP is more than 

sufficient to handle that amount 

of runoff.

ÅThere will be no adverse impact 

on the North side of the 

development.

ÅRecommendation: addition of 

fencing around the intake and 

rock rip-rap for added safety.
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Drainage Concerns on the North Side of Maplewood Phase IIA


